CLEAR SOLUTIONS DIRECT CONNECT SYSTEM
PARTS INCLUDED:

41 <====> �
CLEAR SOLUTIONS
SE E

WATER

D

New Designed Li-Shaped
Mounting Bracket

e

Connect the water supply adapter to the cold water shut-off valve as shown.
Connect the lower end of cold water line onto the top of the water supply
adapter.
With an adjustable wrench, tighten the adapters until secure. Do not over
tighten or strip threads as leaking may occur.
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INSTALLATION:

NOTE: Filter head should be mounted on a stud or firm surface.

Cut each 3/8" plastic tubing squarely on both ends with a utility knife, making sure
not to crimp the tubing during cutting.

Repeat same process with outlet side.

• Position on cabinet wall in a space that provides easy access for future cartridge changes
and is within reach of water supply using tubing provided.

NOTE: Reference image left for inlet and outlet location.

• If you have anything other than flexible hose under your sink, check to see if you need to
purchase special fittings.

NOTE: Routine maintenance and cartridge replacement will not require that you
disconnect the tubing from the system head; however, tubing may be quickly
and easily removed from the fitting if necessary. First, turn off the water supply
to the filter. Open kitchen faucet, then press in the collar around the fitting while
pulling the tubing with your hand.

NOTE: Mount the filter system to a solid cabinet or wall. If a solid surface is not available,
use hollow-wall anchor bolts or toggle bolts (not included) to secure to the wall.
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Line up inlet and outlet ports and key of cartridge with the same position on head,
insert cartridge by pushing upward, and turn right to locked position. The filter
cartridge should be tight with no movement. If the cartridge is difficult to insert,
apply a small amount of silicone lube on the inlet/outlet orings for easier
insertion.

Turn off cold water shut-off valve then turn on the kitchen faucet
and allow water to drain from line.
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Disconnect the cold water line from the cold water shut-off valve.
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Turn arrow on the filter from locked to unlocked position.
Gently pull down to remove cartridge and discard.
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NOTE: Place a pan or bucket under the filter system to catch any water
drips.
Line up inlet and outlet ports and key of cartridge with with the same
position on head, insert cartridge by pushing upward, and turn right to
locked position.
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Determine two different lengths of 3/8" tubing needed to connect the system
head inlet and outlet to the water supply adapter (reference image left for inlet
and outlet location). Be sure to allow enough tubing to prevent kinking in the line.

Wet one end of the 3/8" plastic tubing with water and push it into the inlet side of
the system head approximately 5/8" until it stops. Connect the other end of the
tubing to the inlet side of the kitchen faucet adapter.

• Consult your local plumbing codes and install accordingly.
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Turn off the cold water shut-off valve to the filter system and dispense water
from kitchen faucet until water flow stops to relieve pressure.

Using the mounting bracket, mark with a pencil the holes for the mounting screws
on the wall surface.

Water Supply Adapter

UPC®
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NOTE: Allow 2" of clearance below system to allow space for filter changes. The
filter system must be mounted in a vertical position.

Using a 1/8" drill bit, drill two pilot holes for the mounting screws. Insert mounting
screws into the wall with a screwdriver leaving approximately 3/8" of each
mounting screw exposed and hang the system head on the eyes of the bracket.
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• Replace your Clear Solutions filter every 6 months for best results.

Choose an easy-to-access area under the sink to mount the filter system.
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FILTER CARTRIDGE REPLACEMENT

Turn on the cold water shut-off valve. Check for leaks.
Turn on faucet and allow water to run for 5 minutes to flush air and carbon
fines (very fine black powder).
Check for leaks before leaving installation. If problems exist, refer to the
troubleshooting.

Questions? Call Product Support at 1-608-849-3050

Turn on faucet and let water run 5 minutes to flush air and carbon fines
(very fine black powder).

NOTE: Mark the date the filter is installed on cartridge label.

TROUBLESHOOTING
LEAKS BETWEEN THE SYSTEM HEAD ASSEMBLY AND THE FILTERS:

1. Turn off water supply to the filter and dispense water from kitchen faucet until water and airflow
stops.
2. Remove cartridge and inspect a-rings to make sure they are in place and clean.
3. Install cartridge, turn on water supply and check for leaks.
LEAKS AROUND THE FITIINGS:

1. Turn off water supply to the filter to relieve pressure.
2. While pulling the 3/8" plastic tubing with one hand, press in on the collar around the inlet and/or
outlet fitting. Check to make sure that the 3/8" plastic tubing is cut squarely and that it is not
scratched or crimped. If the 3/8" plastic tubing is unevenly cut or scratched, cut off 1/2" to 5/8"
and re-install tubing.
3. Turn on water supply and check for leaks.
LEAKS ON THE WATER SUPPLY ADAPTER CONNECTION:

1. Turn off water supply to the filter to relieve pressure.
2. Locate the water supply adapter.
• If the 3/8" plastic tubing is leaking, follow the previous steps ("Leaks around the fittings").
• If the thread between the water supply adapter and cold water line is leaking, tighten more
securely. If leaking continues, apply plumbers tape to threads and tighten.
3. Turn on water supply and check for leaks.
If leaks persist, or if there are other leaks on system, turn off water supply. Call Product Support for
assistance at 1-608-849-3050.

